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Drawing is not to scale

All depths are feet (ft) below ground surface (bgs) 

Note:�The screen interval is the depth of the pipe perforations, 
� not the tops and bottoms of the screen joints. 

10 3/4-in. protective cover

13 3/8-in. casing to 130 ft

Cement with 2% bentonite

Bentonite chips (3/8 in.)

Cement pad (5 ft x 10 ft x 6 in.)

TD = 767 ft.

Screen 1, (485.4 to 524.0 ft)

14.5-in. borehole, 0 to 130 ft 

12.25-in. borehole, 130 to 767 ft

20/40 Sand476.8 to 527.0 ft

474 to 476.8 ft

68.4 to 474 ft

0 to 68.4 ft

Materials Key
Cement

Bentonite 

30/70 Sand

20/40 Sand

Well screen

68.7 to 474 ft Bentonite chips (3/8 in.)

527.0 to 721.0 ft

721.0 to 767 ft

30/70 Sand

Bentonite pellets

Bentonite chips (3/8 in.)

Bottom
of well

at 545 ft

Pipe-based screen (4.5-in I.D., 5.563-in. O.D.);
with s.s. wire wrap; 0.010-in. slot

Well casing (4.5-in. I.D., 5.0-in. O.D.); 
stainless steel with external couplings

Centralizer
depths (ft):

36 
474 
527 

 

Figure 4.2-1 As-built well configuration diagram, Well MCOBT-4.4 




